Smartbatch™ Fabric FX
Color and Additives Enhance Perceived Value with Look of Fabric

Smartbatch™ Fabric FX color and additive concentrates from Avient are a hassle-free means for manufacturers to turn plain, smooth polymer surfaces into those that mimic the soft appearance of textile. With Fabric FX masterbatch and a textured mold surface, manufacturers have a drop-in solution to design novel parts that appear to be covered in textiles.

For manufacturers who currently bond textiles to polymer surfaces, this solution gives applications comparable aesthetics but at a significantly lower total cost, and without the logistics and processing hassles associated with bonding textiles to polymers.

There is no limit on colors that can be used to create the fabric look. While the effect is most visible on light colored parts, the appearance of dark parts is also enhanced.

KEY CHARACTERISTICS

- Fabric FX can be formulated to include properties such as UV color protection and anti-scratch performance
- Fabric FX can be processed on standard molding machinery
- Different matrix materials can be enhanced with Fabric FX, including ABS, PC/ABS, PB, and unfilled or talc-filled PP
- There is no limitation on the graining that can be used; the fabric effect will differ depending on the grain effect engraved in the tool
- If parts are extruded or a mold is not engraved, final parts will have an attractive speckled appearance, but will not be textured

TYPICAL USES

Fabric FX concentrates are suitable for any application that could benefit from an enhanced textile-like appearance. Applications include:

- Automotive pillars, headliners, and other visible interior trim parts
- Home appliances
- Consumer products
- Personal electronics devices
- Medical devices
- Sporting goods & toys
- Outdoor furniture

www.avient.com

Copyright © 2020, Avient Corporation. Avient makes no representations, guarantees, or warranties of any kind with respect to the information contained in this document about its accuracy, suitability for particular applications, or the results obtained or obtainable using the information. Some of the information arises from laboratory work with small-scale equipment which may not provide a reliable indication of performance or properties obtained or obtainable on larger-scale equipment. Values reported as “typical” or stated without a range do not state minimum or maximum properties; consult your sales representative for property ranges and min/max specifications. Processing conditions can cause material properties to shift from the values stated in the information. Avient makes no warranties or guarantees respecting suitability of either Avient’s products or the information for your process or end-use application. You have the responsibility to conduct full-scale end-product performance testing to determine suitability in your application, and you assume all risk and liability arising from your use of the information and/or use or handling of any product. AVIENT MAKES NO WARRANTIES, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, either with respect to the information or products reflected by the information. This literature shall NOT operate as permission, recommendation, or inducement to practice any patented invention without permission of the patent owner.